TECHNICAL DATA BUS BAR
Electrical Data : All Data refers to STC (1000W/m’, AM1.5G, 25°C) MODULE!

lNA72MP360 INA72MP365 | INA72MP370 | INA72MP375

Nominal Wattage (Pmax) Wp

No's of Full Cells 72 72 72 72
Matrix configuration 12x6 12x6 12x6 12x6
Maximum Voltage (Vmp) V 39.90 40.10 40.30 40.50
Open Circuit Voltage (Voc) V 48.50 48.70 48.90 49.10
Maximum Current (Imp) A 9.02 9.10 9.18 9.26
Short Circuit current (Isc) A 9.45 9.53 9.63 9.70
Fill factor (EF.) in % 78.55 78.65 78.57 78.74
Module efficiency (%) 18.46 18.72 18.97 19.23
Power Tolerance 0to +2% 0to +2% 0 to +2% 0 to +2%

STC: 1000W/m’ irradiance, 25°C cell temperature, AM1.5G spectrum according to EN 60904-3
Average relative efficiency reduction of < 5% at 200W/m’ according to EN 60904-1

Electrical Parameters at NOCT

Maximum Power Pmax (Wp) 267.40 271.10 274.80 278.50
Maximum Power voltage V@Pmax(V) 36.90 37.20 37.30 37.50
Maximum Powercurrent [I@Pmax(A) 7.24 7.29 7.36 7.42
Open circuit Voltage Voc (V) 45.30 45.50 45.70 45.90
Short circuit current Isc(A) 7.63 7.70 7.78 7.84 A G= D
o o
o o
NOCT irradiance 800 W/m2, ambient temperature 20°C, wind speed 1 m/sec
TemperatureCoefficients(Tc)permissibleoperatingconditions b« Mounting ‘ Covel 0
TcofOpenCircuitVoltage(B) -0.028%/°c+0.02 TG
TcofShortCircuitCurrent(a) 0.057%/°c+0.01 g
TeofPower(y) -0.39%/°¢£0.02 -0 g 0
NOCT 45£2°C = EE
. Earthing 5i - -
MaximumSeriesFuseRatings 20A s i 02
TemperatureRange -40°cto+85° C - o g 0 i
MaximumSystemVoltage 1500VDC i e
MECHANICALDATA
LengthxWidthxHeight(inmm) 1970mmx990mmx40mm(+1.5mm) -0 0
Weight 21.50Kg |oram Re ]
JunctionBox 1P67/1P68ratedwith3Bypassdiodes ; ;—ML—:“" =y
Cable&Connectors 4sqm(12AWG)solarcable1000mmx2nosblackMC4/MC4 PSS
compatibleconnectors [ Distance |
. ab 281.50
ApplicationClass ClassA(Safetyclassll) - et g
Substrate(Glass) HightransmissionlowirontemperedglassARcoated cd n7s
d-e 112.50
Solarcells&Orientation 72 No's (12x6) Full mono Perc crystalline solar Full cells somm
CellsEncapsulant EVA(EthyleneVinylAcetate)-FC/UFC IV CURVE
BackSheet Compositefilm-White:(Black&Transparentoptional) g - 100N, 250
Frame SilverAnodizedaluminumframewithtwinwallprofile(BlackOptional) i 800W, 25C
MechanicalLoadTest SustainHeavywind&snowloads(2400Pa&5400Paor550Kg/m : 6 goom 256
Maximumdiameterof24mmwithHailimpactof83Km/h s
E 4 - 400w, 25€
Oy
WARRANTYANDCERTIFICATIONS 2 200 26C
PerformanceWarranty** LinearPowerWarrantyfor25years,90%for10yearsand80%for ; \
25years 0 10 20 3 40 50
Approvalsandcertificates Products:IEC61215:2005-Ed2,IEC61730-Ed.1&Ed.2, Voltage (V)
IEC61701,JEC62804,MNRE,UL,CE ,1S:14286 PerformanceWarranty
/\\ CAUTION:READSAFETYANDDETAILINSTALLATIONMANUALBEFOREUSINGTHEPRODUCT (ReferOurWebsite). 100%
**Refertolnsolationenergywarrantydocumentsfortermsandconditions. 90% -
**Specificationsincludedinthisdatasheetaresubjecttochangewithoutnotice,Electricaldatawithout 80%
guarantee.Pleaseconfirmyourrequirementwiththecompanyrepresentativewhileplacingyourorder. 70%
ﬁ ansscomn 0% : —
1 Year 10 Years 25 Years
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