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TECHNICAL SPECIFICATION

Main Wide UPS mode voltage range

Main UPS mode voltage range

Voltage (Mains mode)

Frequency (Mains mode)

Wave Form (Mains mode)

Rated Voltage (Backup mode)*

Rated Frequency (Backup mode)

Wave Form (Backup mode)

Max Input Solar PV (V)

Max PV Watt Wp

Voltage (Voc)

Voltage (Vmp)

Max PV Charging Current (A)

Capacity

Type 

DC Voltage

Parameters

Battery Charging Current (Mains 

mode) (A)

(ON/ OFF Switch any position)

UPS/WUPS mode selection 

(ON/ OFF Switch any position)

Priority selection

(ON/ OFF Switch any position)***

Battery Type selection   

(ON/ OFF Switch any position Only)

Battery Low setting per battery

(ON/ OFF Switch any position Only)

Operating Temperature

Storage Temperature

Humidity

Net weight (Kg)

Gross weight (Kg)

Dimensions (LXWxH) mm



SALIENT FEATURES:

Pure Sine Wave Output Ensuring Noiseless Operation

Built-in Heavy Duty Solar Charge Controller

Smart Battery Management System For Longer Battery Life

Grid Charging Enable  / Disable Option

LCD Display With Front Switch Settable Option of 
Grid Charging Current, Mains High Cut / Low Cut - Mains
Voltage Range, Solar Priority, Battery Type and Battery
Low Settings.

High Surge Handling Capability for Mixed Load.

Protection Against Overload, Short Circuit, Backfeed, 
Battery Deep Discharge.

1. AC Output Universal Socket

2. Resettable Circuit Breaker

3. PV Terminal Block (Negative & Positive) For 12V PCU Use Solar Panel Voc< 25V

 and for 24V PCU Use Solar Panel Voc< 50V 

4. Mains Input wires (3 Core)

5. Battery Wires (Red & Black) use 12V Battery for 12V PCU and 24V Battery in 24V PCU

6. Fan
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